
Reach-in Seed 
Germination 
Chamber



High throughput, precision germination starts here.

Flexible
•	 Adjustable, 

removable shelves 
to accommodate 
blotter paper or 
research vessels

•	 Instrument 
port enables 
independent  
data loggers

Airflow
•	 Horizontal airflow provides 

excellent uniformity
•	 Adjustable fan speed 

enhances airflow control

Capacity
•	 27.6 ft3 (781 L) capacity
•	 Standard 5 shelves
•	 Up to 15 shelves

Lighting
•	 Equivalent 

light intensity 
throughout the 
growth area 

•	 Standard broad 
spectrum LED 
lighting

Humidity
•	 Up to 95%
•	 Control accuracy: ±6%

Mobility
•	 Casters ease mobility in the lab
•	 Adjustable leveling bolts 

provide added stability

Communicate Remotely
With our latest CMP7000 controller  
and ConvironDirect - you can manage 
your chamber from anywhere on your 
laptop or phone

Need more growth space?
Add up to 15 tiers:

More tiers are ideal for labs handling 
high-volume germination and vigor tests  
- speeding up workflows and reducing 
turnaround time for results.

Temperature
•	 +4°C to 45°C lights off
•	 +7°C to 45°C lights on
•	 �Control of ±0.5°C 

Utilities
•	 No connection to floor drain necessary
•	 Ultrasonic humidification ensures tolerance  

of a wide range of water quality
•	 Optional automatic pump removes excess  

condensate minimizing clean up and maintenance

“�The GEN1000-GE provides 
consistent, repeatable conditions 
for determining germination 
rates, vigor, seedling growth rates 
and other testing where tight 
environmental control is required.”



Product Overview
The GEN1000-GE is specifically designed for gauging the health and performance of various seed 
lots under a wide range of environmental conditions. Applications include determining germination 
rates, vigor, seedling growth rates and other testing where tight environmental control is required. 
This chamber comes standard with exceptional temperature and light uniformity and high humidity 
control. The interior features a reflective white corrosion resistant design with five shelves on the 
base unit and up to 10 additional shelves as an option, to maximize capacity.

Lighting 
Standard lighting on the GEN1000-GE chamber includes two 
LED light fixtures mounted vertically on the interior back of the 
cabinet and two on the door for uniform light throughout the 
growth area.

Airflow
Uniform airflow is introduced to the germination area 
horizontally from a perforated rear wall plenum. Adjustable 
fan speed control is available through the controller. The unit 
accommodates a wide range of experiment formats while 
providing excellent uniformity throughout the entire chamber 
volume for use of flats, blotter papers, shallow containers, or 
similar research vessels. An adjustable fresh air intake port  
allows for optimal air exchange.

Performance Data

Temperature  
Range (°C)

Interior 
Capacity

Growth
Area

Growth 
Height

Exterior Dimensions
(WxDxH)

Electrical
Service Weight

+4°C to +45°C lights OFF 

+7°C to +45°C lights ON

27.6 ft3 

(781 L)

28.25 ft²  

(2.62 m²)

9.0” 

(230 mm)

41”W x 32.5”D x 77”H 

1040 x 825 x 1960 (mm)

120-1Ø-60Hz 2 Wire

230-1Ø-50Hz 2 Wire

705 lbs 

(320 kg)

Optional features:
•	 Low temperature operation
•	 Additive CO2

•	 Observation window
•	 Phenolic coated refrigeration coil

•	 Condensate pump to pump 
excess water to remote drain

•	 Optional integration with  
Argus Controls

Intuitive Interface
7” full-color, high resolution touchscreen  
with intuitive graphic interface for easy navigation.

Easy Programming
Extended visibility of multiple timelines  
and processes.

At-a-Glance Monitoring
Historical trend graphs, vibrant alarm status,  
and easy-to-track alarm history.

Remote Connect
Option to connect from anywhere on your laptop  
or any LAN connected device with ConvironDirect.

Advanced Control System
Precision growing starts with your control system.  
The GEN1000-GE comes equipped with our most advanced 
control system – the CMP7000. What sets the CMP7000 apart?

With ConvironDirect I always  
have access to my chamber —
from anywhere.
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NOTES
1. �REQUIRES A MINIMUM OF 4" (102 mm) FROM REAR OF THE CHAMBER TO BACK WALL. HEPA FILTER AND/OR DUCTED COLLAR OPTION 

ADDS 2" TO THE OVERALL WIDTH OF THE CHAMBER.

2. �LENGTH AND WIDTH DIMENSIONS ±1/4" (6mm). HEIGHT DIMENSIONS ±1" (25mm) DUE TO POTENTIAL ADJUSTMENT OF LEVELING FEET.

3. �STANDARD REFRIGERATION SYSTEM IS AIR-COOLED, SELF-CONTAINED. WATER COOLED REFRIGERATION IS OPTIONAL.
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